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Automotive lubricants. Light motor vehicles.

Xtar Original 15W-40 A

Q

Key information

- High viscosity multi-grade mineral oil.

- Gasoline and diesel engines of light and heavy vehicles without particulate filters.

> Quality standards
- APISL, CF - backward compatible with SJ and earlier

> Use
¢ Intended for the engines of the main manufacturers, it is suitable for all models of cars, vans and light diesel.
e For turbocharged gasoline engines, direct injection, common-rail, intercooler, etc. and traditional diesel
technologies (indirect injection).
e For all types of weather and driving.

e |t is recommended to follow the indications of the vehicle manual regarding viscosity and oil specifications, as

well as its drain interval according to the amount of sulfur of the fuel used.

> Benefits
o Suitable for all times of year, it ensures good lubrication of the entire engine at start-up, even at low
temperatures.
e It reduces friction between the metal parts of the engine, preventing possible wear or seizure.
« High detergent/dispersant level, which prevents the accumulation of sludge and dirt in the engine, keeping it

clean and protected.

The values of typical characteristics listed in the table are average values provided for informational purposes only and do not constitute a guarantee. These values are subject

to change without notice.
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> Physical and chemical properties

Characteristic Method Xtar Original 15W-40
SAE Grade - - 15W-40
Density at 15°C kg/I ASTM D 4052 0.884
Viscosity at 100°C cSt ASTM D 445 14.4
Viscosity at 40°C cSt ASTM D 445 107
Viscosity Index = ASTM D 2270 137
CCS Viscosity at -20°C cP ASTM D 5293 5616
HTHS Viscosity at 150°C cP ASTM D 4683 4.2
Pour Point “C ASTM D 5950 -33
Flash Point “C ASTM D 92 228
Base number, TBN mg KOH/g ASTM D 2896 7.6
Sulfated ash % (m/m) ASTM D 874 1.01

> Health & safety and environment

A Material Safety Data Sheet providing information on product hazards, handling precautions, first aid
measures, and relevant environmental data is available for this product as per applicable legislation.

The values of typical characteristics listed in the table are average values provided for informational purposes only and do not constitute a guarantee. These values are subject
to change without notice.
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